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Type 2-way closed bipole surround loudspeakers

Speaker drivers 2 x 5" (13cm) Flax bass/midrange woofers
2 x 1" (25mm) Al/Mg TNF inverted dome tweeters

Frequency response (+/- 3dB) 85Hz – 28kHz

Low frequency point - 6 dB 67Hz

Sensitivity (2.83V / 1m) 90dB

Nominal impedance 8 Ohms

Minimum impedance 3.6 Ohms

Recommended amplifier power 25 - 120W

Crossover frequency 2200Hz

Dimensions (H x W x D) 295 x 400 x 170mm

Weight 12lbs (5.6kg)

Key points
• New Flax cone
• New TNF tweeter
• Speaker drivers developed and manufactured in France by Focal
• Very easy to install thanks to the Polyfix mounting system

Aria SR900 is a 2-way bipolar surround loudspeaker with the same acoustic characteristics as the other loudspeakers in the Aria range. Composed of 
two 5” (13cm) woofers with Flax sandwich cones, it provides very high-definition and natural sound. For the treble register, there are two aluminium/
magnesium inverted dome tweeters with Poron suspension and a waveguide for a better control of directivity. Thanks to the Polyfix wall-mounting 
system provided, the compact SR900 loudspeaker is easy to integrate into your interior.

Aria SR900 Black Satin

Urethane waveguide for 
improved horizontal directivity  
and a more precise sound image

Polyfix wall-mount 
for easy installation

TNF tweeter with Poron  
suspension for 
smoother soundSlim cabinet design for 

easier integration
Flax bass-midrange cone 
providing 
natural midrange 
and rich bass

Black Satin Bipolar loudspeaker Polyfix Flax cone


